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                   Religious Facilities 

                                   Churches 

                                Synagogues / Temple 

                                       Chapels 

                                             Sanctuary’s   
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Multi-purpose room for Religious of the Sacred Heart Oakwood facility In Atherton, CA 

        Phased array multiple loop installed on floor below carpet.  Approximate area – 39’ x 39’  

Main chapel for Religious of the Sacred Heart Oakwood facility in Atherton, CA 

        Perimeter loop surface mounted on hardwood floor.  Approximate area – 40’ x 40’ 

                         Reference:  Patricia Creedon, RMS  
                           140 Valparaiso Avenue 
                           Atherton, CA 94027 
                           (650) 323-8343 
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Sunset View Mortuary Chapel 

              Phased array multiple loop design 

               Glued to floor 

               

              Reference:  Scott Pennington, President 

                 101 Colusa Ave.,  

                 El Cerritos, CA  94530 

                 Phone (510) 525-5111                  

                  spennington1125@gmail.com 
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 Ananda Village Church, Nevada City, CA 

        Perimeter loop installed in the drop ceiling light soffit.  Approximate area – 50’ x 50’ 

                 Reference:  J.T. Heater, Architect 

 

14618 Tyler Foote Road 

Nevada City, CA 95959 

530-478-7740 

jt@jtheater.com 

 

                          

 

 

 

 

                                                            

mailto:jt@jtheater.com
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Most Holy Redeemer Church of San Francisco, CA 

        Snowman loop surface mounted on hardwood floor.  Approximate area – 60’ x 77’ 

                   Reference:  Michael Poma, Church facility manager                        

                          100 Diamond St. 
                          San Francisco, CA 94114 
                          415-863-6259 

                          mpoma@mhr.org   



 6 

Main Sanctuary for St. Mary’s Church in Vacaville, CA 

        Figure 8 loop installed in floor score cut in tile grout joints.  Approximate area – 42’ x 90’ 

                        Reference:  Don Krch 

                     St. Mary's Catholic Church 
                            350 Stinson Ave. 
                            Vacaville, CA 95688    
                            530-219-5287 
                            krch@sbcglobal.net 

mailto:krch@sbcglobal.net
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Main community / Conference hall for the Dominican Sisters Convent, Fremont, CA 

        Phased array multiple loop installed on floor below carpet.  Approximate area – 46’ x 68’   

                       Reference:  Mike Horton, Facility Manager 

                           43326 Mission Circle 
                         Freemont, CA 94539 
                         408.472.8935 
                         mhorton@msjdominicans.org 

mailto:mhorton@msjdominicans.org
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Chapel for the Dominican Sisters Convent, Fremont, CA 

        Perimeter loop design installed in light soffit.  ’   

                       Reference:  Mike Horton, Facility Manager 

                           43326 Mission Circle 
                         Freemont, CA 94539 
                         408.472.8935 
                         mhorton@msjdominicans.org 

 
 

 

 

mailto:mhorton@msjdominicans.org
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St. Timothy's Episcopal Church (Parish Hall) 
 
                      Perimeter loop installed in score cut made in the concrete floor. 
 
                                      Reference:  Pastor Todd Bryant 
 
                                             1550 Diablo Road 
                            Danville, CA  94506 
                            (925) 837-4993 
                                             todd.alan.bryant@gmail.com 
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     Main community hall & synagogue for Congregation Beth Jacob, Redwood City, CA 

        Perimeter loop installed in score cut line in concrete floor.   Approximate area – 35’ x 60’ 

                      Reference:  Greg Sterling 

                          1550 Alameda de las Pulgas 
                        Redwood City, CA 94061 
                        415-999-3500 
 

                        gregsterling77@gmail.com 

Chapel for the First United Methodist Church, Lodi, CA 

        Perimeter loop installed under carpet.  Approximate area – 25’ x 52’ 

                     Reference:  Fred Nelson 

                         200 W. Oak Street 
                         Lodi, CA 95240 
                         Fnelson8@comcast.net 

mailto:gregsterling77@gmail.com
mailto:Fnelson8@comcast.net
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     Immanuel Christian Reform Church 
 
            Main Chapel 
                  Figure 8  loop design 
                               Glued down to floor 
 
                       Reference:  Melissa Viss,  Worship Director 
 
                                  517 Orange Ave. 
                                 Ripon, CA 95536 
                                 (209) 470-3170 
                                    melissa@immanuelcrc.org  



 12 

First Presbyterian Church of Berkeley, CA 
 
                      Multi loop Phased array loop design 
                       scored into concrete 
 
         Reference:  Kimball Hamilton, Project manager 
 
                                     2407 Dana St. 
                                     Berkeley, CA 94704 
                                     Kim Hamilton: cell 510-325-3569 
                                     hkimhamilton@gmail.com 
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          St. Timothy’s Episcopal Church 
 
            Main Chapel 
                  Figure 8 loop design 
                               Scored into concrete floor 
 

                       Reference:  Todd Bryant, Paastor 
 
                                  1550 Diablo Road 
                                 Danville, CA 94506 
                                 (713) 443-9926 
                                                      todd.alan.bryant@gmail.com  
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Stone Church of Willow Glen Presbyterian 
 
            Main Chapel 
                  Figure 8 loop design 
                               Glued down to  floor 
 

                       Reference:  Steven Graham, building & grounds committee  
 
                                  1937 Lincoln Ave. 
                                 San Jose, CA 95125 
                                 (408) 712-2488 
                                                      stevenrichardgraham@gmail.com  
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Ygnacio Valley Presbyterian Church 
       Main Chapel 
 
                      Perimeter loop design 
                       Glued to surface of carpet 
 
                       Reference:  Pastor Matt Prinz 
 
                              2140 Minert Rd. 
                              Concord, CA 94518 
                              (925) 682-8254 
                                               mattprinz@yahoo.com 
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              Theaters 

                    Performing arts 

                                       Facility Movie Rooms 

                                               Auditoriums 
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              Center for the Art, Grass Valley, CA  

Phased array multiple loop installed in scored concrete floor & under side of bleacher seating.   

Approximate area – 70’ x 90’ 

            Reference:  David Spellman, Director of Facilities & Operations 

                 314 W. Main St.                 

                 Grass Valley, CA 94612 

                 Phone 530.274.8384 

                 email dspellman@thecenterforthearts.org  

    

                          

 

                  

                                         

                    

mailto:dspellman@thecenterforthearts.org
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Osher Life Long Learning Institute lecture classroom for UC Berkeley 

        Perimeter loop installed under baseboard.  Approximate area – 18’ x 25’ 

NO PHOTO’S 

Osher Life Long Learning Institute Freight & Salvage Performing Arts Theater in Berkeley, CA 

        Perimeter loop installed in scored cut line in concrete floor.   Approximate area – 25’ x 50’ 

           Reference:   Eric Anthony, Classroom/Facilities Coordinator 

                1925 Walnut St. #1570 
                Berkeley, CA 94720-1570 
                Tel. 510.642.9934    Fax. 510.642.2202 
                ericanthony@berkeley.edu 
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Stanford University 
       David & Joan Traitel Building 
 
            Everett Jane Hauck Auditorium 
                  Multi loop Phased array loop design 
                       scored into concrete 
 
                       Reference:  Ross Jerozal, Audio Visual Design Group 
 
                                  435 Lausen Mall 
                                 Stanford University, CA 94305 
                                 (877) 554-2834 
                                    Ross.Jerozal@avdg.com 

mailto:Ross.Jerozal@avdg.com
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Commonwealth Club of San Francisco 
 
            Main Auditorium 
                  Multi loop Phased array loop design 
                       Glued down to concrete 
 
                       Reference:  Piper Kujac, Project manager 
 
                                  110 The Embarcadero 
                                 San Francisco, CA 94105 
                                 (415) 597-6733 
                                                     mpkujac@commonwealthclub.org 
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          Palo Alto Commons Senior living 
  

            Movie Room 

                 Perimeter loop design 

                               Glued down to floor under carpet 

  

                       Reference:  Deeann Hue, Director of Activities 

  

                                  4041 El Camino Real 
                                 Palo Alto, CA 94306 

                                 (650) 320-8626  

                                                    dhui@paloaltocommons.com     
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The Tamalpais Senior  Housing Complex 
 
            Main Auditorium / Movie Room 
                  Phased array loop design scored into vinyl and concrete floor 
                                
 

                       Reference:  Wes Bard, Executive Director  
 
                                  501 Via Casitas 
                                 Greenbrae, CA 94904 
                                 (415) 464-1752 
                                                      WBard@ncphs.org  
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Marin Theatre Company 
 
            Main Auditorium 
                  Multi loop phased array design 
                               Glued down to floor under carpet 
 
                       Reference:  Mike Post, Director of Production 
 
                                  397 Miller Ave. 
                                 Mill Valley, CA 94941 
                                 (415) 388-5200 ext. 3301 
                                                      mikep@marintheatre.org  

mailto:mikep@marintheatre.org
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City of Walnut Creek, Shadelands Auditorium 
 
                      Multi loop Phased array loop design 
                       scored into concrete 
 
                       Reference:  Jake Allred, Public Works Project Manager  
 
                              111 N. Wiget Ln. 
                              Walnut Creek, CA 94598 
                              (925) 943-5899 x2248 
                                               allred@walnut-creek.org 

mailto:allred@walnut-creek.org


 25 

      Multi-purpose room for Veterans Memorial Senior Center, Redwood City, CA 

         Perimeter loop installed in conduit on wall 10‘above floor.  Approximate area – 40’ x 70’ 

                         Reference:  Bruce Utecht, Facilities Manager 

                                 BUtecht@redwoodcity.org 
                           1455 Madison Ave. 
                           Redwood City, CA 94061-1499  

Auditorium @ Villa Marin retirement community, San Rafael, CA 

        Figure 8 loop installed under carpet.  Approximate area – 32’ x 54’ 

                       Reference:  GUILLERMO BARRETO, DIRECTOR OF MAINTENANCE & SECURITY 
                        VILLA MARIN HOA 
                        100 Thorndale Drive 
                        San Rafael, Ca. 94903 
                        (415) 472-2622 
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     Byron Park Senior Living Center 
 
            Activity Room 
                  Multi loop Phased array loop design 
                       Installed along side of ceiling soffits 
 
                       Reference:  Kathryn Geraghty,  Wellness Director 
 
                                  1700 Tice Valley Road 
                                 Walnut Creek, CA 94595 
                                 (925) 937-1700 
                                                     Kathryn.Geraghty@Kiscosl.com   

mailto:Kathryn.Geraghty@Kiscosl.com
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Multi-purpose room for Sterling Court Retirement Community, San Mateo, CA 

Phased array multiple loop installed on floor below carpet.  Approximate area – 29’ x 33’ 

                 Reference:  Sarah St. Charles, Executive Director 

                       850 N. El Camino Real  
                       San Mateo, CA 94401 
                       P: 650 344-8200   
                       F: 650 344-7395 
                       sarah.stcharles@sterlingcourt.com 

mailto:sarah.stcharles@sterlingcourt.com
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Theater for Performing Arts for the Jewish Federation of Silicon Valley, CA 

        Phased array multiple loop glued down to floor below carpet – 59’ x 62’  

                        Reference:  Len Connolly, Facilities Director 
                          Levy Family Campus 
                             Ph. 408 679 5507 
 
                               facilities@jvalley.org 
 
 

mailto:facilities@jvalley.org
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The Sequoias Senior  Housing Complex 
 
            Main Auditorium & California Sutie 
                  Perimeter loop design 
                               Glued down to  ceiling line under light soffit 
 

                       Reference:  Ray Boudewyn , Director of Facilities  
 
                                  1400 Geary Blvd., 
                                 San Francisco, CA 94109 
                                 (415) 351-7979 
                                                      rboudewyn@ncphs.org  
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            Meeting Rooms  

                 Banquet Rooms 
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City of Walnut Creek, Conference Room 
 
                      Multi loop Phased array loop design 
                       glued down to floor 
 
                       Reference:  Jake Allred, Public Works Project Manager  
 
                              111 N. Wiget Ln. 
                              Walnut Creek, CA 94598 
                              (925) 943-5899 x2248 
                                               allred@walnut-creek.org 

mailto:allred@walnut-creek.org
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City of Monterey Library meeting room (same contact info below) 

 

        Perimeter loop installed under carpet.  Approximate area – 28’ x 50’ 

 

     City of Monterey Scholze Senior center meeting room. 

        Perimeter loop installed in light soffit 9’ above floor.  Approximate area – 37’ x 37’ 

                 Reference:  Robert J Estrella, Public Works Inspector  
 
                CITY OF MONTEREY - Capital Projects Division 
                       353 Camino El Estero, Monterey CA 93940 
 
                       Desk: (831) 242-8752 | Fax: (831) 646-5686 | E-Mail  

              



 33 

Wolf Creek Lodge Cohousing Community 
       Common Dinning, movie, meeting  room 
 
                      Perimeter loop design 
                       Installed around ceiling line 
 
                       Reference:  Bob Branstrom, Committee Chairman  
 
                              800 Freeman Lane 
                              Grass Valley, CA 95949 
                              (510) 459-5879 
                                               bobbranstrom@gmail.com  



 34 

Canine Companions for Independence, Northwest Region 
              Dog Training Room 
 
                      Phased array loop design 
                       Glued to the floor 
 
                       Reference:  Agustin Garcia, Facilities manage 
 
                              2965 Dutton Ave. 
                              Willits, CA 95490 
                              (707) 791-8126 
                                               agarcia@cci.org 
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Conference room for the Sisters of Mercy facilities in Burlingame, CA 

                         Reference:   Regina Aldea, Administrative Assist, Campus Administration 

                          2300 Adeline Drive 
                             Burlingame, CA 94010    
                             650.340.7437 
                             rgomezaldea@mercywmw.org 
 

 
 

mailto:rgomezaldea@mercywmw.org
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      Disability Rights Advocates, Berkeley, CA – Conference room 

         Phased Array loop system installed in access area above ceiling   

                    Reference:  Bryan Erb, Director of Information Technology Systems 
                                http://www.dralegal.org 
                                2001 Center Street, Fourth Floor 
                                Berkeley, California  94704-1204 
                                510 665 8644 Ext.122 (Tel) 
                                510 529 3422 (Direct) 
 
 
 

http://www.dralegal.org/
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FREED - Aging & Disability Resource Connection – Grass Valley, CA 
 
                      Perimeter loop installed in low profile conduit along ceiling line 
 
                                      Reference:  Ana Acton - Executive Director 
 
                                             2059 Nevada City Highway, Suite 102 
                            Grass Valley, CA 95945 
                            (530) 477-3333 voice 
                            (530) 477-8194 TTY 
                                             www.FREED.org 

FREED - Aging & Disability Resource Connection – Marysville, CA 
 
                      Perimeter loop installed in access area above ceiling 
 
                                      Reference:  Carly Pacheco - Executive Director 
 
                             508 J Street 
                             Marysville, CA  
                             (530) 742-4474 
                                             www.FREED.org 

 
 

http://www.freed.org/
http://www.freed.org/
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Commonwealth Club of San Francisco 
 
            Multi-purpose Room 
                  Multi loop Phased array loop design 
                       Glued down to concrete 
 
                       Reference:  Piper Kujac, Project manager 
 
                                  110 The Embarcadero 
                                 San Francisco, CA 94105 
                                 (415) 597-6733 
                                                     mpkujac@commonwealthclub.org 
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              Transit Stations 
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PlPlatform loop system for the BART, Freemont, CA station 

        Perimeter loop surface mounted on platform.   Approximate area – 24’ x 700’ 

        & Platform demonstration loop system for the BART, Colma, CA station 

        Perimeter loop surface mounted on platform.   Approximate area – 12’ x 350’ 

 

           Reference:  Carl Orman, Accessibility Proj. Manager, Office of District Architect 

                 San Francisco Bay Area Rapid Transit District 
                 300 Lakeside Drive, 2202B 
                 Oakland, CA 94612 
                 Phone 510-464-6496 
                 email corman@bart.gov 

 

                                              

                        

mailto:corman@bart.gov


 41 

 

 

 

City / State Public Facilities 

          City Council Chambers 
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City of Walnut Creek, Library Oak Room 
 
                      Multi loop Phased array loop design 
                       glued down to floor 
 
                       Reference:  Jake Allred, Public Works Project Manager  
 
                              111 N. Wiget Ln. 
                              Walnut Creek, CA 94598 
                              (925) 943-5899 x2248 
                                               allred@walnut-creek.org 

mailto:allred@walnut-creek.org
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Willits City Council Chambers 
 
                      Perimeter loop design 
                       Glued to ceiling line 
 
                       Reference:  Christopher Morgan, Building Official 
 
                              111 E. Commercial St. 
                              Willits, CA 95490 
                              (707) 841-7017 
                                               cmorgan@cityofwillits.org  
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Copper Loop ALD hearing loop installations & references 

 

City Council Chambers, Grass Valley, CA 

        Figure 8 Perimeter loop installed in the drop ceiling.  Approximate area – 35’ x 54’ 

                 Reference:  Kristi Bashor, City Clerk 

Office – 530-274-4310 

125 East Main St. 

Grass Valley, CA 95945 

Email - kristib@cityofgrassvalley.com 

 

                     

 

 

                     

 

  



 45 

 

 

 

University / College / School Facilities 
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      Convention hall loop system for Silent Garden hearing loss convention @ Cal State Fresno 

         Figure 8 loop installed on carpet.   Approximate area – 45’ x 50’   

                    Reference:  Dana Zupanovich Lucka, Director of Development  
 

                        College of Health and Human Services  
                                California State University, Fresno  
                                2345 E. San Ramon, M/S MH26  
                                Fresno, California 93740-8031  
                                559-278-3603 (Office)  
                                559-278-8568 (Fax)  
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Stanford University 
       David & Joan Traitel Building 
 
            William Blount Hall 
                  Multi loop Phased array loop design 
                       scored into concrete 
 
                       Reference:  Ross Jerozal, Audio Visual Design Group 
 
                                  435 Lausen Mall 
                                 Stanford University, CA 94305 
                                 (877) 554-2834 
                                                     Ross.Jerozal@avdg.com  

mailto:Ross.Jerozal@avdg.com
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Stanford University 
       David & Joan Traitel Building 
 
            Welcoming Pavilion 
                  Multi loop Phased array loop design 
                       scored into concrete 
 
                       Reference:  Ross Jerozal, Audio Visual Design Group 
 
                                  435 Lausen Mall 
                                 Stanford University, CA 94305 
                                 (877) 554-2834 
                                                     Ross.Jerozal@avdg.com  

mailto:Ross.Jerozal@avdg.com
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Osher Life Long Learning Institute lecture classroom for Cal State University 

                            South Bay 

        Multi-loop phased array installed on floor under carpet 

           Reference:   Kathleen Bryant 

                4700 Ygnacio Valley Road 
                Concord, CA 94521 
                (925) 602-6776 
                kathleen.bryant@csueastbay.eu 
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         Convention Hall  

             Meeting Rooms 

                 Gathering Halls 
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City of Walnut Creek,  Heather Farms Lakeside Room 
 
                      Multi loop Phased array loop design 
                       Scored into concrete floor 
 
                       Reference:  Jake Allred, Public Works Project Manager  
 
                              3012 N. San Carlos 
                              Walnut Creek, CA 94598 
                              (925) 943-5899 x2248 
                                               allred@walnut-creek.org 

mailto:allred@walnut-creek.org
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Loop system for Contacta training in Reno, Nevada – No Photo’s 

        Figure 8 loop installed on carpet.   Approximate area – 40’ x 40’   

                          Reference:  Richard McKinley, Managing Director Contacta Inc. 

                                         332 E Lakewood Blvd 
                                 Holland, MI 49424 
                                 T 616.392.3400  
                                 F 800.250.5667 

                                 richard@contactainc.com 
 
 

 
     Convention hall loop system for the Hearing Health Care providers of CA, Reno NV 

        Phased array multiple loop installed on carpet. Approximate area – 60’ x 80’ 

                          Reference:  Lauren Stoddard, Meeting Manager 
  
                                     One Capitol Mall, Suite 800, Suite #B  
                                  Sacramento CA  95814 
                                  Office: (916) 447-1975  ext. 105                             
                                  Fax: (916) 444-7462 

                                  Email: LStoddard@amgroup.us            

                                   Website: www.hhpca.org 

mailto:carah@contactainc.com
mailto:LStoddard@amgroup.us
http://www.hhpca.org/
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                  Fraternal Organizations 
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Auditorium for the Masons of CA in Union City, CAPhased array multiple loop in-

stalled in concrete score cut line. Approximate area – 40’ x 58’  

                         Reference:  Michael Forsyth, Information Technology Director 

                                34400 Mission Boulevard 
                              Union City, CA 94587-3604 
                              TEL: (510)429.6410 
                              CELL: (510)828.2060 
                              FAX: (510)475.2111 
                              Email: mforsyth@masonichome.org 
 

mailto:mforsyth@mhcuc.org
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Main meeting room for Masonic Hall of Auburn CA 

        Snowman loop surface mounted on floor below carpet.   Approximate area – 38’ x 52’ 

           Reference:   Shelley Spindler, Restoration Project Manager 
                Auburn Masonic Hall Association 
                530-613-0460 

                sfspindler@gmail.com 
 

                   

mailto:sfspindler@gmail.com

